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QSBI, QSBN Pipe Connection

QSB:

QSBI:

QSBN:

QSB Pipe Connection

QSB, QSBI, QSBN
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QSBI, QSBN Pipe Connection

QSB:

QSBI:

QSBN:

QSB Pipe Connection

QSB, QSBI, QSBN
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QSB(I/N)

WATER SUPPLY AND 
PRESSURE BOOSTING

IRRIGATION AND
AGRICULTURE

LIGHT INDUSTRY

HEATING, VENTILATION AND AIR-CONDITIONING

WATER TREATMENT

QSB, QSBI and QSBN pumps pumps have different pump sizes

and

The QSB, QSBI and QSBN pumps are non-self priming vertical
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MODEL CODE

MOTOR

QSB(I/N)  - 10  - 5  - 1  -  

Type range QSB : Cast Iron
QSBI : SUS304
QSBN : SUS316

Flow rate in m/h3

Number of stage

M○○ F

Motor (kW)

Number of small impeller

5

QSB(I/N)

15
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QSB(I/N)
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QSB(I/N)

QSB / QSBI / QSBN

Standard Cartridge type mechanical seal made of Silicon 

Carbide/Silicon Carbide/EPDM or Viton. Based on the 

type of application, alternative materials are available 

for the seal and the elastomers. The cartridge type 

mechanical seal can be replaced in minutes without 

special tools and without dismantling the pump.

LIST OF MATERIALS

TYPE OF SEAL
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QSB(I/N)

QSB, QSBI, QSBN 1

QSB, QSBI, QSBN 3

QSB, QSBI, QSBN 5

QSB, QSBI, QSBN 10

QSB, QSBI, QSBN 15

QSB, QSBI, QSBN 20

QSB, QSBI, QSBN 32

QSB, QSBI, QSBN 45

QSB, QSBI, QSBN 64

QSB, QSBI, QSBN 90

QSB, QSBI, QSBN 120

QSB, QSBI, QSBN 150
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QSB(I/N)

QSB-1, 3, 5, 10, 15, 20 QSBI(N)-1, 3, 5, 10, 15, 20

QSB   1, 3, 5, 10, 15, 20 QSBI   1, 3, 5, 10, 15, 20 QSBN   1, 3, 5, 10, 15, 20
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QSB(I/N)

QSB   32, 45, 64, 90 QSBI   32, 45, 64, 90 QSBN   32, 45, 64, 90

QSB-32, 45, 64, 90 QSBI(N)-32, 45, 64, 90
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QSB(I/N)

QSB  120, 150 QSBI  120, 150 QSBN  120, 150

QSB-120, 150 QSBI(N)-120, 150



KAWAMOTO PUMP ASIA CO.,LTD.

VERSION  1

50Hz

EXPECTED PERFORMANCE CURVE

12

QSB(I/N)

QSB(I/N)1
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QSB(I/N)

QSB

QSB1-2-M0.37F
QSB1-3-M0.37F
QSB1-4-M0.37F
QSB1-5-M0.37F
QSB1-6-M0.37F
QSB1-7-M0.37F
QSB1-8-M0.55F
QSB1-9-M0.55F
QSB1-10-M0.55F
QSB1-11-M0.55F
QSB1-12-M0.75F
QSB1-13-M0.75F
QSB1-15-M0.75F
QSB1-17-M1.1F
QSB1-19-M1.1F
QSB1-21-M1.1F
QSB1-23-M1.1F
QSB1-25-M1.5F
QSB1-27-M1.5F
QSB1-30-M1.5F
QSB1-33-M2.2F
QSB1-36-M2.2F
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QSB(I/N)

QSBI, QSBN

QSBI(N)1-2-M0.37F

QSBI(N)1-3-M0.37F

QSBI(N)1-4-M0.37F

QSBI(N)1-5-M0.37F

QSBI(N)1-6-M0.37F

QSBI(N)1-7-M0.37F

QSBI(N)1-8-M0.55F

QSBI(N)1-9-M0.55F

QSBI(N)1-10-M0.55F

QSBI(N)1-11-M0.55F

QSBI(N)1-12-M0.75F

QSBI(N)1-13-M0.75F

QSBI(N)1-15-M0.75F

QSBI(N)1-17-M1.1F

QSBI(N)1-19-M1.1F

QSBI(N)1-21-M1.1F

QSBI(N)1-23-M1.1F

QSBI(N)1-25-M1.5F

QSBI(N)1-27-M1.5F

QSBI(N)1-30-M1.5F

QSBI(N)1-33-M2.2F

QSBI(N)1-36-M2.2F
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QSB(I/N)

QSB(I/N)3
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QSB(I/N)

QSB3-2-M0.37F
QSB3-3-M0.37F
QSB3-4-M0.37F
QSB3-5-M0.37F
QSB3-6-M0.55F
QSB3-7-M0.55F
QSB3-8-M0.75F
QSB3-9-M0.75F
QSB3-10-M0.75F
QSB3-11-M1.1F
QSB3-12-M1.1F
QSB3-13-M1.1F
QSB3-15-M1.1F
QSB3-17-M1.5F
QSB3-19-M1.5F
QSB3-21-M2.2F
QSB3-23-M2.2F
QSB3-25-M2.2F
QSB3-27-M2.2F
QSB3-29-M2.2F
QSB3-31-M3.0F
QSB3-33-M3.0F
QSB3-36-M3.0F

QSB
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QSB(I/N)

QSBI(N)3-2-M0.37F
QSBI(N)3-3-M0.37F
QSBI(N)3-4-M0.37F
QSBI(N)3-5-M0.37F
QSBI(N)3-6-M0.55F
QSBI(N)3-7-M0.55F
QSBI(N)3-8-M0.75F
QSBI(N)3-9-M0.75F
QSBI(N)3-10-M0.75F
QSBI(N)3-11-M1.1F
QSBI(N)3-12-M1.1F
QSBI(N)3-13-M1.1F
QSBI(N)3-15-M1.1F
QSBI(N)3-17-M1.5F
QSBI(N)3-19-M1.5F
QSBI(N)3-21-M2.2F
QSBI(N)3-23-M2.2F
QSBI(N)3-25-M2.2F
QSBI(N)3-27-M2.2F
QSBI(N)3-29-M2.2F
QSBI(N)3-31-M3.0F
QSBI(N)3-33-M3.0F
QSBI(N)3-36-M3.0F

QSBI, QSBN
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QSB(I/N)

QSB(I/N)5
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QSB(I/N)

QSB

QSB5-2-M0.37F
QSB5-3-M0.55F
QSB5-4-M0.55F
QSB5-5-M0.75F
QSB5-6-M1.1F
QSB5-7-M1.1F
QSB5-8-M1.1F
QSB5-9-M1.5F
QSB5-10-M1.5F
QSB5-11-M2.2F
QSB5-12-M2.2F
QSB5-13-M2.2F
QSB5-14-M2.2F
QSB5-15-M2.2F
QSB5-16-M2.2F
QSB5-18-M3.0F
QSB5-20-M3.0F
QSB5-22-M4.0F
QSB5-24-M4.0F
QSB5-26-M4.0F
QSB5-29-M4.0F
QSB5-32-M5.5F
QSB5-36-M5.5F
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QSB(I/N)

QSBI, QSBN

QSBI(N)5-2-M0.37F

QSBI(N)5-3-M0.55F

QSBI(N)5-4-M0.55F

QSBI(N)5-5-M0.75F

QSBI(N)5-6-M1.1F

QSBI(N)5-7-M1.1F

QSBI(N)5-8-M1.1F

QSBI(N)5-9-M1.5F

QSBI(N)5-10-M1.5F

QSBI(N)5-11-M2.2F

QSBI(N)5-12-M2.2F

QSBI(N)5-13-M2.2F

QSBI(N)5-14-M2.2F

QSBI(N)5-15-M2.2F

QSBI(N)5-16-M2.2F

QSBI(N)5-18-M3.0F

QSBI(N)5-20-M3.0F

QSBI(N)5-22-M4.0F

QSBI(N)5-24-M4.0F

QSBI(N)5-26-M4.0F

QSBI(N)5-29-M4.0F

QSBI(N)5-32-M5.5F

QSBI(N)5-36-M5.5F
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QSB(I/N)

QSB(I/N)10
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QSB(I/N)

QSB10-1-M0.37F
QSB10-2-M0.75F
QSB10-3-M1.1F
QSB10-4-M1.5F
QSB10-5-M2.2F
QSB10-6-M2.2F
QSB10-7-M3.0F
QSB10-8-M3.0F
QSB10-9-M3.0F
QSB10-10-M4.0F
QSB10-12-M4.0F
QSB10-14-M5.5F
QSB10-16-M5.5F
QSB10-18-M7.5F
QSB10-20-M7.5F
QSB10-22-M7.5F

QSB
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QSB(I/N)

QSBI, QSBN

QSBI(N)10-1-M0.37F
QSBI(N)10-2-M0.75F
QSBI(N)10-3-M1.1F
QSBI(N)10-4-M1.5F
QSBI(N)10-5-M2.2F
QSBI(N)10-6-M2.2F
QSBI(N)10-7-M3.0F
QSBI(N)10-8-M3.0F
QSBI(N)10-9-M3.0F
QSBI(N)10-10-M4.0F
QSBI(N)10-12-M4.0F
QSBI(N)10-14-M5.5F
QSBI(N)10-16-M5.5F
QSBI(N)10-18-M7.5F
QSBI(N)10-20-M7.5F
QSBI(N)10-22-M7.5F
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QSB(I/N)

QSB(I/N)15
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QSB(I/N)

QSB15-1-M1.1F
QSB15-2-M2.2F
QSB15-3-M3.0F
QSB15-4-M4.0F
QSB15-5-M4.0F
QSB15-6-M5.5F
QSB15-7-M5.5F
QSB15-8-M7.5F
QSB15-9-M7.5F
QSB15-10-M11F
QSB15-12-M11F
QSB15-14-M11F
QSB15-17-M15F

QSB
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QSB(I/N)

QSBI, QSBN

QSBI(N)15-1-M1.1F
QSBI(N)15-2-M2.2F
QSBI(N)15-3-M3.0F
QSBI(N)15-4-M4.0F
QSBI(N)15-5-M4.0F
QSBI(N)15-6-M5.5F
QSBI(N)15-7-M5.5F
QSBI(N)15-8-M7.5F
QSBI(N)15-9-M7.5F
QSBI(N)15-10-M11F
QSBI(N)15-12-M11F
QSBI(N)15-14-M11F
QSBI(N)15-17-M15F
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QSB(I/N)

QSB(I/N)20
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QSB(I/N)

QSB20-1-M1.1F

QSB20-2-M2.2F

QSB20-3-M4.0F

QSB20-4-M5.5F

QSB20-5-M5.5F

QSB20-6-M7.5F

QSB20-7-M7.5F

QSB20-8-M11F

QSB20-10-M11F

QSB20-12-M15F

QSB20-14-M15F

QSB20-17-M18.5F

QSB
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QSB(I/N)

29

QSBI, QSBN

QSBI(N)20-1-M1.1F

QSBI(N)20-2-M2.2F

QSBI(N)20-3-M4.0F

QSBI(N)20-4-M5.5F

QSBI(N)20-5-M5.5F

QSBI(N)20-6-M7.5F

QSBI(N)20-7-M7.5F

QSBI(N)20-8-M11F

QSBI(N)20-10-M11F

QSBI(N)20-12-M15F

QSBI(N)20-14-M15F

QSBI(N)20-17-M18.5F
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QSB(I/N)

QSB(I/N)32
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QSB(I/N)

QSB32-1-1-M1.5F
QSB32-1-M2.2F
QSB32-2-2-M3.0F
QSB32-2-M4.0F
QSB32-3-2-M5.5F
QSB32-3-M5.5F
QSB32-4-2-M7.5F
QSB32-4-M7.5F
QSB32-5-2-M11F
QSB32-5-M11F
QSB32-6-2-M11F
QSB32-6-M11F
QSB32-7-2-M15F
QSB32-7-M15F
QSB32-8-2-M15F
QSB32-8-M15F
QSB32-9-2-M18.5F
QSB32-9-M18.5F
QSB32-10-2-M18.5F
QSB32-10-M18.5F
QSB32-11-2-M22F
QSB32-11-M22F
QSB32-12-2-M22F
QSB32-12-M22F
QSB32-13-2-M30F
QSB32-13-M30F
QSB32-14-2-M30F
QSB32-14-M30F

QSB
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32

QSB(I/N)

QSBI, QSBN

QSBI(N)32-1-1-M1.5F
QSBI(N)32-1-M2.2F
QSBI(N)32-2-2-M3.0F
QSBI(N)32-2-M4.0F
QSBI(N)32-3-2-M5.5F
QSBI(N)32-3-M5.5F
QSBI(N)32-4-2-M7.5F
QSBI(N)32-4-M7.5F
QSBI(N)32-5-2-M11F
QSBI(N)32-5-M11F
QSBI(N)32-6-2-M11F
QSBI(N)32-6-M11F
QSBI(N)32-7-2-M15F
QSBI(N)32-7-M15F
QSBI(N)32-8-2-M15F
QSBI(N)32-8-M15F
QSBI(N)32-9-2-M18.5F
QSBI(N)32-9-M18.5F
QSBI(N)32-10-2-M18.5F
QSBI(N)32-10-M18.5F
QSBI(N)32-11-2-M22F
QSBI(N)32-11-M22F
QSBI(N)32-12-2-M22F
QSBI(N)32-12-M22F
QSBI(N)32-13-2-M30F
QSBI(N)32-13-M30F
QSBI(N)32-14-2-M30F
QSBI(N)32-14-M30F



KAWAMOTO PUMP ASIA CO.,LTD.

VERSION  1

50Hz

EXPECTED PERFORMANCE CURVE

33

QSB(I/N)

QSB(I/N)45
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QSB(I/N)

QSB45-1-1-M3.0F
QSB45-1-M4.0F
QSB45-2-2-M5.5F
QSB45-2-M7.5F
QSB45-3-2-M11F
QSB45-3-M11F
QSB45-4-2-M15F
QSB45-4-M15F
QSB45-5-2-M18.5F
QSB45-5-M18.5F
QSB45-6-2-M22F
QSB45-6-M22F
QSB45-7-2-M30F
QSB45-7-M30F
QSB45-8-2-M30F
QSB45-8-M30F
QSB45-9-2-M30F
QSB45-9-M37F
QSB45-10-2-M37F
QSB45-10-M37F
QSB45-11-2-M45F
QSB45-11-M45F
QSB45-12-2-M45F
QSB45-12-M45F
QSB45-13-2-M45F

QSB
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QSB(I/N)

QSBI, QSBN

QSBI(N)45-1-1-M3.0F
QSBI(N)45-1-M4.0F
QSBI(N)45-2-2-M5.5F
QSBI(N)45-2-M7.5F
QSBI(N)45-3-2-M11F
QSBI(N)45-3-M11F
QSBI(N)45-4-2-M15F
QSBI(N)45-4-M15F
QSBI(N)45-5-2-M18.5F
QSBI(N)45-5-M18.5F
QSBI(N)45-6-2-M22F
QSBI(N)45-6-M22F
QSBI(N)45-7-2-M30F
QSBI(N)45-7-M30F
QSBI(N)45-8-2-M30F
QSBI(N)45-8-M30F
QSBI(N)45-9-2-M30F
QSBI(N)45-9-M37F
QSBI(N)45-10-2-M37F
QSBI(N)45-10-M37F
QSBI(N)45-11-2-M45F
QSBI(N)45-11-M45F
QSBI(N)45-12-2-M45F
QSBI(N)45-12-M45F
QSBI(N)45-13-2-M45F
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QSB(I/N)64
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PUMP DIMENSION-QSB64
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QSB(I/N)

QSB64-1-1-M4.0F
QSB64-1-M5.5F
QSB64-2-2-M7.5F
QSB64-2-1-M11F
QSB64-2-M11F
QSB64-3-2-M15F
QSB64-3-1-M15F
QSB64-3-M18.5F
QSB64-4-2-M18.5F
QSB64-4-1-M22F
QSB64-4-M22F
QSB64-5-2-M30F
QSB64-5-1-M30F
QSB64-5-M30F
QSB64-6-2-M30F
QSB64-6-1-M37F
QSB64-6-M37F
QSB64-7-2-M37F
QSB64-7-1-M37F
QSB64-7-M45F
QSB64-8-2-M45F
QSB64-8-1-M45F

QSB
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38

QSB(I/N)

QSBI, QSBN

QSBI(N)64-1-1-M4.0F
QSBI(N)64-1-M5.5F
QSBI(N)64-2-2-M7.5F
QSBI(N)64-2-1-M11F
QSBI(N)64-2-M11F
QSBI(N)64-3-2-M15F
QSBI(N)64-3-1-M15F
QSBI(N)64-3-M18.5F
QSBI(N)64-4-2-M18.5F
QSBI(N)64-4-1-M22F
QSBI(N)64-4-M22F
QSBI(N)64-5-2-M30F
QSBI(N)64-5-1-M30F
QSBI(N)64-5-M30F
QSBI(N)64-6-2-M30F
QSBI(N)64-6-1-M37F
QSBI(N)64-6-M37F
QSBI(N)64-7-2-M37F
QSBI(N)64-7-1-M37F
QSBI(N)64-7-M45F
QSBI(N)64-8-2-M45F
QSBI(N)64-8-1-M45F
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QSB(I/N)

QSB90-1-1-M5.5F
QSB90-1-M7.5F
QSB90-2-2-M11F
QSB90-2-M15F
QSB90-3-2-M18.5F
QSB90-3-M22F
QSB90-4-2-M30F
QSB90-4-M30F
QSB90-5-2-M37F
QSB90-5-M37F
QSB90-6-2-M45F
QSB90-6-M45F

QSB
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50Hz

PUMP DIMENSION-QSBI, QSBN 90
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QSB(I/N)

QSBI, QSBN

QSBI(N)90-1-1-M5.5F
QSBI(N)90-1-M7.5F
QSBI(N)90-2-2-M11F
QSBI(N)90-2-M15F
QSBI(N)90-3-2-M18.5F
QSBI(N)90-3-M22F
QSBI(N)90-4-2-M30F
QSBI(N)90-4-M30F
QSBI(N)90-5-2-M37F
QSBI(N)90-5-M37F
QSBI(N)90-6-2-M45F
QSBI(N)90-6-M45F
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50Hz

EXPECTED PERFORMANCE CURVE
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QSB(I/N)

QSB(I/N)120
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50Hz

PUMP DIMENSION-QSB120
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QSB(I/N)

QSB120-1-M11F
QSB120-2-1-M18.5F
QSB120-2-M22F
QSB120-3-M30F
QSB120-4-1-M37F
QSB120-5-1-M45F
QSB120-6-1-M55F
QSB120-7-M75F

QSB
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PUMP DIMENSION-QSBI, QSBN120
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QSB(I/N)

QSBI, QSBN

QSBI(N)120-1-M11F
QSBI(N)120-2-1-M18.5F
QSBI(N)120-2-M22F
QSBI(N)120-3-M30F
QSBI(N)120-4-1-M37F
QSBI(N)120-5-1-M45F
QSBI(N)120-6-1-M55F
QSBI(N)120-7-M75F
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QSB(I/N)150
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PUMP DIMENSION-QSB150
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QSB(I/N)

QSB150-1-1-M11F

QSB150-1-M15F

QSB150-2-1-M22F

QSB150-3-2-M30F

QSB150-3-M37F

QSB150-4-1-M45F

QSB150-5-2-M55F

QSB150-6-M75F

QSB
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50Hz

PUMP DIMENSION-QSBI, QSBN150
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QSB(I/N)

QSBI, QSBN

QSBI(N)150-1-1-M11F
QSBI(N)150-1-M15F
QSBI(N)150-2-1-M22F
QSBI(N)150-3-2-M30F
QSBI(N)150-3-M37F
QSBI(N)150-4-1-M45F
QSBI(N)150-5-2-M55F
QSBI(N)150-6-M75F



KAWAMOTO PUMP ASIA CO.,LTD.

VERSION  1

50Hz

TECHNICAL DATA

QSB(I)
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QSB(I/N)

PUMPED LIQUIDS
QSB

QSBN

QSB( I ) QSBN
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QSB(I/N)

QSBI

QSBI

QSB( I ) QSBN
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IMPORTANT SAFETY PRECAUTIONS

Matters falling under the following may not be covered by the warranty: uses out of the specified scope of 
application, failure to comply with precautions, improper repairs and alterations, matters arising from natural 
disasters, matters arising from the installation environment (improper power source, foreign objects, sand 
etc.), non-compliance with laws and regulations or standards pertaining thereto, accidental or intentional 
damage or injury, replacement of consumable parts, defects due to resale, etc.

Do not use the product for applications out of the product specifications. Doing so may cause electric shock, 
fire, water leakage, etc.

Have spare equipment ready when using pumps for equipment for living things (fish farms, fish tanks, 
aquariums, etc.) or critical equipment.

Pump failure may cause lack of oxygen and water quality deterioration, and may affect the lives of the living 
things. 
When using pumps for equipment for living things (fish farms, fish tanks, aquariums, etc.), do not install the 
pump in the tank where the living things are put into. The current leakage or sealing liquid leak from the 
mechanical seal may cause the death of the living things.

If used to transport food-related items, give due consideration to the materials used. Contamination by foreign 
objects may occur.

Avoid using for living things which disagrees with copper alloy. It may affect the lives of the living things.

Select a product which is appropriate for your application. Inappropriate use of products may cause accidents.

Conduct construction in accordance with the applicable laws and regulations (the Technical Standards of 
Electric Installation, interior wiring regulation, Building Standards Act, Water Supply Law, etc.).  Not only does 
it violate the laws and regulations, but it also may cause injuries due to electric shock, fire, falling and tipping 
over.

Do not use in places where people are assumed to get in contact with the product (baths, pools, lakes, etc.). 
Electric leak may occur and cause electric shock.

Depending on the equipment, attach a filter etc. appropriate for your application on the discharge side before 
use, perform thorough flushing to check that there is no contamination. Cutting oil, rubber mold releasing 
agent, foreign objects etc. from the manufacturing line and cutting oil, foreign objects etc. from the pipeline 
may contaminate the liquid which is to be handled.

Do not operate pumps with a specification of 50Hz at 60Hz. It may cause damage due to overpressure or burn 
damage of motors etc. due to overload. Do not operate pumps with a specification of 60Hz at 50Hz. Pump 
performance may be reduced.

Only repair technicians may disassemble, repair, modify the product or replace cables. Defects may cause 
failure, damage, electrification or fire.

It is recommended that both periodic and daily inspections be performed in order to ensure that the pump will 
operate reliably for as long as possible. Failure to perform inspections may lead to pump failure, accidents etc. 
For periodic inspections, please consult your distributer or our nearest sales office.

Always read the manual thoroughly and fully comprehend the contents for safe operation before starting use. 
Precautions for using products safely and for preventing personal injuries or physical damage are given in the manual.

Note
Specifications/Configurations may be altered as a result of improvements and such. 
Unauthorized reproduction of this document is prohibited.
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QSB(I/N)
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